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1
C 260N

TECHNICAL DATA

SURFACE PLANER — JOINTER : 6400 r.p.m.

Shaft @ 60 mm, 2 blades 260x20x2,5 mm, 2 lifting and adjustable
tables. Maximum depth of cut 8 mm (3/8").

Steel table lips - table lock.

Asymetric

Total table length

feed table Jreceivingtable

1 400 mm (55") 750 (29 1/2") § 650 (25 1/2")

Planer fence : 650 X 125 mm (25 1/2" x4 3/4"). Tilts to 45°°.

THICKNESS-PLANER : 6 400 r.p.m.

Table 29 1/2" %10 1/4" — mounted on guiding column. Rise and fall
by rack pinion. Maximum thicknessing height : 180 mm (7"). Maximum
depth of cut 6 mm (1/4"). Feed rollers can be disconnected during ope-
ration. Feed speed 7,2m per minute (22ft per minute). Wood-shavings
ejector. Depth of cut safety bar.

ELECTRICAL EQUIPMENT :

2 HP three-phase or 1,5 HP single phase motor 3000 r.p.m. — non
reversing.

Optional : extra motor for spindel moulder

Drive-belts :

Planer-thicknesser belts : 1010x20x6

Feed-roller belt : POLYV 610J 4
Feed-roller chain : Thread 9.52 — 68 links
Planer bearings 1 25X 52% 15 n° 1205
Spindle-belt : 1 motor : 920 x20x 6

: 2 motors : POLY V 408 J 8

Saw-belt : 920 X206 1
Upper spindle bearings : 35X62X14 — 6007 2 R 511
Lower spindle bearings : 30X55X13 — 6006 2 R 51
Saw bearings 1 20X42X12 — 6004 Z



HORIZONTAL DRILL — MORTICER : 3 000/6 400 r.p.m. — 13 mm chuck (")

Table 450 180 mm right-turning bits with lever operation
Stroke : vertical : 100 mm (4")
horizontal : 150 mm (5 1/4")
in depth : 140 mm (4 3/4")
Maximum bit diameter 18 mm (6/8")

Quick-action wood clamp — Rise and fall by independant handwheel.

CIRCULAR SAW : 4480 r.p.m.

Blede @ 250 mm (10"") — Bore 30 mm (1 1/4") — saw-blade can be
lowered below table level. Flange @ 63 mm.

Cutting height 80 mm (3 1/8") — Vertical rise and fall by lever,
with locking device.

Tilting sawblade (to 45°).

Sawing fence (625x 125), tilting to 45°
Stroke 500 mm (20").

SHAPER-SPINDLE MOULDER : 3600/6000 r.p.m.

Same table as circular saw. Spindle shaft may be lowered below
table level. Shaft @ 30 mm (1 1/4"), length 110 mm (4 1/4"), shaft slot

670 mm. A removable inset at base of shaft gives passage to cutters
up to @ 170 mm (6 3/4").

Enclosed spindel guard, allowing a cutter of 200 mm (8"). @.

Optional version : Spindel moulder driven by separate _
motor 2 HP — three phase or 1,5 HP single phase.

SAWING AND TENONING CARRIAGE :

Table 335x235 with adjustable height. Aluminium fence bar with

adjustment at 45°. Total displacement of carriage 930 mm (37"'). Excentric
wood-clamp.

OPTIONAL ATTACHMENTS :

Wood-turning lathe, sanding disc '@ 230 (9"), knife-grinder, knife
adjuster, fixed or roller stand, band-saw attachment.



GENERAL OPERATION INSTRUCTIONS

A — PREPARING MACHINE FOR OPERATION

— MORTICER

Before setting up and operating the machine, please read the following
instructions CAREFULLY.

You may recive your machine with certain parts not assembled
f{slalwing carriage, morticer, lathe). To assemble these parts, proceed as
ollows :

(HORIZONTAL-DRILL)

Support bars fixed with four large bolts under the thicknesser table.

— Wood-turning lathe :

The supporting piece is fixed on to the machine frame with two
bolts. Check correct alignment of head and tailstock. A six sided hollow
screw on the side of the tailstock allows for perfect alignment.

— Sawing and tenoning carriage :

Carriage is pre-set in our factory. To mount carriage, remove safety
clips on the end of guide bars, and slide carriage outo the bars. Replace
safety clips. . )

For satisfactory operation, the carriage should slide parallel to the
sawblade and slightly above level of sawing table.

If further adjustment is necessary, see drawing below.

Mitre groove

‘ This screw enables
adjustment of guiding
bars parallel with saw
blade and mitre fence |-
groove

adjusting screw for transversal aligment of carriage

ADJUSTMENT OF SAWING CARRIAGE
(Not necessary in normal circumstahces)



2) Your C. 210 B machine is now fully mounted. On the reverse side of
the exploded view, you will find a spacing diagramm and also the
measurements for a self-made floor stand. Material : hardboard,
quantity required = 3,8 x 2,4".

3) Place your machine on its stand, and fix it with four bolts, one at
each corner. Metallic washers should be placed on the bolts to
avoid damaging the hardoard when tightening. If your stand is not
perfectly horizontal, you may place small wedges under the machine.
NOTE : ready-made steel stands (fixed or with' wheels) are available
on option. -

4) When machine is in position clean tables and the moving parts
(workhead, feed-rollers, spindle shaft, etc...) These parts are greased
before leaving our works.

5) Check the electric supply : voltage power at mains (15 Amps is a
minimum). Your machine is delivered with the voltage you ordered :

2 HP 3-phase 220/380 V. 2 tensions : These motors are always
delivered with contact bars set for 380 V. If your tension is
220 V. you must change the position of the contact bars inside
the switch-box (see electrical chart).

1,5 HP singe-phase 220 V. : (see electrical chart).

2 HP 3-phase, 2 speed, 220 or 380 V. : If you have explicitly
ordered this type of motor, it will be delivered correctly wired.

CAUTION : If you have ordered a 2-speed /3-phasemotor, do not
run it on tension other than indicated on the motor-plate. Otherwise,
the motor would burn out immediately, and guarantee would fall.
, Use 16/10 wires to connect your motor with the mains. Check which
way the workhead is rotating, if this is wrong, invert the connecting
wires. We recommend to use an earth wire in single-phase.
If you have the slightest doubt about electricals do not hesitate to
consult a qualified electrician.

VERY IMPORTANT :

B) Starting with a single-phase motor : The switch is first moved to
the starting position marked « START ». It.is imperative to remain on
this position for 3-4 seconds, before switching to the running position
marked « 1 ». Failing this, motor and condensors will be damaged
(see following drawing].

Starting position

Shar

] Running
L_position

Single phase 3 . Phase

STARTER SWITCHES FOR C. 210 B



SURFACE PLANER JOINTER

PREPARATION :

— Lock both tables in position for jointing.

— Loosen motor cradle by unlocking lever (A), and slip the drive-belt
onto the larger section of motor pulley (C). This gives workhead
a speed of 6 400 r.p.m.

— Tension the drive-belt by pulling handgrip (B) up towards you. Lock
motor cradle in tensioned position by tightening lever (A).

— Adjust depth of cut by turning the table adjustment grip on side of
forward table. (See drawing page N° 5).

-— Adjust position of fence to width of workpiece. Lock fence in required

position.

SWITCH ON



7) Checking and setting of jointer knives :

It is preferable to use our knife-setter (see catalogue). With the
knife-setter, adjust planer knives on the workhead, then set the rear
table level with knife edges.

If you are not using our knife-setter, set the rear table at 1,8 mm
above level of workhead. Then adjust knife edges level with rear
table.

A perfect cut is obtained by sharpening the knifg¢ edges with an
oilstone. You may-renew this after using the jointer, or when you
feel that the cut is loosing smoothees. -

jointing this way

1, Bmwm

rear table forward table

table adjustmen
grip '

~

e SETTING OF JOINTER KNIVES

B — GREASING AND SERVICING :

The machine is thoroughly greased before leaving our works. The
motor is greased for 10 000 working hours.

Greasers are located as follows :

— workhead sockets

— feed roller sockets

— thicknesser rise-and-fall gearbox

— shaper rise-and-fall gearbox

— the shaper sockets are greased for 10 000 working hours.

The feed cogwheel is fitted with self-lubrificating rings, and requires
no |<_1:;r|easing. Clean the cogwheel every month, and grease the chain
slightly.

The feed rollers may become gritty Wwhen working with poplar or
resinous wood. Take care to clean them reguldrly.

The cast-iron rise and fall shafts must be cleaned with fuel-oil and
lubricated with fluid oil. The joints of the saw tilting mecanism must be
cleaned and greased every month.



THICKNESS PLANER

SHAVINGS EXHAUST

THICKNESSER TABLE

Position

THICKNESSING POSITION, TABLES LIFTED

Motor cradle and belt remain in the same position as for jointing.

PREPARATION :

— Remove jointer fence.

— Lift both tables until they are resting back on their hinges.

— Elevate thicknesser table to the required height, by turning hand-
wheel B. Table height is shown on scale. Lock table at required height by
tightening lever. (C)

— Swing shavings exhaust into operating position.

SWITCH ON



OPERATION :

Once the workhead has gathered momentum, slide workpiece along
the forward table, keeping it pressed against the fence. Do not touch
the table with your fingers. Speed of operation should be adjusted so
as not to strain the motor. Repeat operation as necessary. Proceed by
thin cuts, along the grain of the workpiece.

PRACTICAL HINTS :

— To avoid roughing, cutter blades should be well sharpened and
correctly set. This will ensure a smooth regular cut.

— Avoid excessive depth of cut. It strains the motor.

— Avoid excessive tensioning of drive-belt, as this will cause
vibration and premature wear. Tension just slightly more than weight of
motor.

FOR YOUR SAFETY :

— Do not touch table with your fingers during operation.

— Use the spring - mounted guard. It gives complete protection.

NOTE : The rear table is pre-set in our works, and requires no further
adjustment, except after sharpening jointer blades (see p. 18) or if the
workpiece gets « nicked ». To avoid this, set the rear table in line with
edge of blades.

——
— e =2 __-.a"a‘f / —_ — —__~— %
—_——=_—l—v-——__ ( f— ——
— -
normal workpiece “nicked” workpiece

A

rear

CORRECT SETTING FOR REAR TABLE
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HORIZONTAL DRILL — MORTICER

PREPARATION :

— Place drill in the chuck, and tighten all three jaws with chuck key

(supplied). Use RIGHT-TURNING-bits.
— Elevate drill table by turning handwheel (B) (see page 8).

NOTE :

On type C morticers the table is elevated by indpendant handwheel.
— Lock table by tightening lever (C) (see page 8).

NOTE :

Workhead drive-belt should be fitted :

— on the large section of motor pulley when using bits up to
8 mm (3/8").

— on the small section when using bits above 8 mm (3/8").

— Press workpiece against the lips on inner edge of table and tighten

woodclamp.

SWITCH ON



OPERATION :

— Slide workpiece along the table, until it is caught by the feed rol-
lers, then let go. Movement of workpiece through the machine is auto-
matic. Recover workpiece as it comes out.

— If motor strains because the cut is too thick, the feed mechanism
may be instantly disconnected by lifting lever (D).

PRACTICAL HINTS :

— Avoid excessive depth of cut.

— When inserting, keep workpiece in contact with thicknesser table.
This way feed rollers get a better grip.

Check that table is clear of shavings before operating. A little parafin
wax smeared on the table will give workpiece a better slide.

FOR YOUR SAFETY :

— Keep hands clear of feed rollers and workhead. )
— If motor stalls or workpiece stops midway, do not pull workpiece
out backwards. Switch off, lower the table, then recover warkpiece.

NOTE :

The driving belt of feed mechanism does not normally require tensio-
ning. However, if it gets loose, tension it by rotating tension pin R 29
(ses exploded wiew).
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SHAPER — SPINDLE MOULDER

o)
i !!.!.lig.!.l.!.t

| —
=4
?‘

EE

| Position of planer belt when spindle is operating
Spindle belt in working position

PREPARATION :

— Remove saw guard, and lower sawblade below table level.

— Fit the spindle drive-belt :

® On the large section of motor pulley when using cutters up to
150 mm (6") diameter.

® On the small section of motor pulley when using cutters above
150 mm (6"") diameter.

— The spindle drive-belt must be crossed before being slipped onto
the motor pulley (see drawing). When using small section of motor pulley,
motor cradle should be moved to the left.

— Elevate spindle shaft by turning tandwheel E. When required
height is reached, lock by tightening knob F.

— Mount cutter tool on spindle head, adjusting height of tool with
the supplied rings.

— Tighten tool with spindle head nut (supplied).

— Adjust fence to required depth of cut.
— Check for correct rotation and clearance of tool.

SWITCH ON




OPERATION :

— By moving the control lever, drill the mortice with a few left-to-
right movements of the lever.

— On soft woods : drill a short distance at one end of mortice,
then move drill along lenght of mortice. Repeat operation until required
depth is reached.

PRACTICAL HINTS :

— To avoid drill vibration, tighten all three chuck jaws.

— Mark slight pauses during operation. This avoids drill straining
and overheating.

— Length and depth of mortice may be preset by means of stop-
screws.

FOR YOUR SAFETY :

— Lower jointer guard onto the table, to cover rotating workhead.
— Keep hands away from the drill.
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FOR YOUR SAFETY :

— Always use the spindle guard, which is mounted on the fence.

— Never place hands opposite cutter tool during operation, but always
in front and beyond.

— Never pull workpiece backwards during operation.

OPTIONAL SEPARATE MOTOR FOR SPINDLE MOULDER

Two-section motor pulley for speed change — Motor swivels, to
allow mounting and removal of drive-belt. Locking lever. G Holds motor
in position.

CIRCULAR SAW

PREPARATION :

— Swing jointer guard right back and down.

— Lower the shaper-spindle below table level.

— Fit saw drive-belt onto larger section of motor pulley.

— Elevate sawblade by moving lever (G) downwards.

— Lock ifh required position by tightening lock (H).

— For bevel ripping and cross-cutting, sawblade may be tilted. To do
this, elevate sawblade about 50 mm (2") above table level, and lock.
Then loosen cradle lock I, and tilt the entire saw assembly by swinging
lever J. Once the blade is locked in tilted posijtion (by tightening I) it may
be elevated to required height.

— Set sawing fence to required sawing width, and lock in position.

SWICH ON
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OPERATION :

Slide workpiece firmly along the fence at constant speed.

PRACTICAL HINTS :

— Spindle drive-belt should always be crossed in the same way.
When machine is new a slight vibration, due to the new belt, may occur.
This will disappear gradualiy. Do not over-tension the drive belt.

— Smoothness of operation and a perfect cut depend on the quality
of your cutter tools.

Keep these well sharpened and clean before use. _

— cutter tools should be mounted as low as possible on the spindle
head, to avoid straining the bearings.

NOTE 1 :

If you are working with profiles, you may use the top speed, but profile

must be well sharpened and perfectly balanced (see drawing).
We can supply a well-balanced cutter head with two knives.
X A e maxi
RIGHT
balanced profile Unbalanced profile : vibration

NOTE 2 :

-

You may use 140 mm (5 1/2) cutter tools at and below table level by
removing the circular inset fitted into the table.
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SLIDING TABLE
SAWING AND TENONING CARRIAGE

This is on extremely useful attachment, supplied as standard with
your C210B. It is used mainly for :

— cross-cutting small workpieces.

— ripping and cross-cutting small boards.

— cutting tenons.
Mounted on special bearings, it ensures easy and accurate work on

small pieces.
1) SAWING :

ition £ _ il o _ Position for board-sawing
Position for cross-cutting small pieces . fence-bar at rear of carriage

When carriage is resting in the « low » position, it is on the same
level as the sawing table. The mitre-bar A may be set at any anglc from O
to 90°. When adjusted to the forward end of guiding slot B, the bar is
at on angle of 45° in relation to the sawblade . For smaller angles, slide
bar off its locking screw, and set accordingly.

For board ripping position, see drawing.
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OPERATION :

Slide workpiece along fence, and push it against rotating sawblade.
The splitter at rear of blade ensures a straight cut and prevents back-
cutting. Speed of operation depends on quality of wood and sharpness
of-blade.

PRACTICAL HINTS :

— To obtain a large flat working surface, swing jointer guard below
table level, and remove shaper fence and jointer fence mounting.

— An extension table .(optional) gives a sawing width between blade
and fence of 24", which enables you to saw a 4 X 8 board in half.

-

FOR YOUR SAFETY :

— Always fit the saw-guard over the blade.
— Do not elevate sawblade above required height.
— Do not pull workpiece backwards during operation.

NOTE :

The circular saw shaft may be used as a horizontal or tilted shaper
with cutters up to 10 mm (3/8") thick. You may also mount a DADO up
to 13/16" thick.

To remove sawblade, loosen the flange using spanner and locking:
bar (supplied).
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OPTIONAL ATTACHMENTS

KNIFE-GRINDING ATTACHMENT

This attachment includes :

— a knife holder with guiding bar
— a conical grindstone

Knife-grinding attachment : 6 000 r.p.m.

Screw the guiding bar into the 2 holes of horizontal drill table, and
set table at correct postion in relation to the grindstone. Fix grindstone in
the chuck and bring the planer knife into light contact with the grindstone.
Move the knife holder from side to side, with a continuous movement, to

avoid overheating.

Edge of the knife should be 2 to 5 mm below centre of the grindstone.
Grindstone should be roughened quite often, as a smooth grindstone

causes overheating.

chuck planer knife

morticer table

guide bar screwed
to table \

knife holder
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2) TENONING :

carriage elevation ramp

¥

According to type of cutter, carriage table may be elevated along
-its ramp, and locked in correct position by tightening locking- knobs C.

The mitre-bar may be used for ang[e tenons.

A quick-action wood clamp holds piece firmly. If necessary, insert a
flat wedge between clamp and workpiece, to avoid marking.

We also recommend a flat wedge between workplece and mitre-bar,
to avoid splintening the workpiece.

NOTE :

For satisfactory opetation, carriage should slide parallel to the saw-
blade, and slighty above table level. Carriage is preset in our works.
However, if further adjusment is necessary, see drawing below.

Parallcle P__P_nvuln"l‘

-

Mitre groove

e e i
Haulaur

This screw enables
adjustment of guiding
bars parallel with saw
blade and mitre fence
groove

! /| Compensator screw

adjusting screw for transversal aligment of carriage
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WOOD — TURNING LATHE

8 — Wood — turning lathe :

The lathe is mounted on the side of the frame, in place of the hori-
zontal drill. Drive-belt should be placed on small section of motor pulley.

The headstock is fixed in the chuck, the tailstock slides along the sup-
port column. _

For turning large-diametre pieces you must mount a special headstock
on the chuck, using a nozzle reference M 51 C 200 (please consult us).

SANDING ATTACHMENT

This attachment includes

— a sanding disc which fits into the horizontal drill chuck.

— a sanding table, reference P2 ou P 5, mounted either on the lathe
support column (P 2) on directly on the horizontal drill table (P 5).

Sanding disc with table P2 sanding disc with table PS5.
mounted on lathe column mounted on horizontal table.
: Sanding disc fixed to chuck with

nozzle M 51



KNIFE SETTING ATTACHMENT

This attachment consists of 2 specially designed steel sectors, joined
by a handle. The knife setter is used for setting of knives in relation to
the work-head. For setting in relation to rear table, wooden rulers are used.

Knife setter

Knife sprin
P =D\

/ N

/ \

/ | \
\

/ Vi
\‘\H | _ //
Planer knife R ’/Holding nut
' Holding iron

A — Setting in relation to workhead

— Loosen holding nuts. Lift both jointer
tables, and press knife-setter against the
workhead. The knife will be set automatically.
Tighten holding nuts.

— Operate likewise for all knives.

Wooden ruler

8 — Setting in relation to rear table

— Unlock the rear table, and set it at
1,8 mm above level of workhead.

— Loosen holding nuts, using a wooden
ruler, set the knives so that they touch under-
side of ruler.

— Check alignment by using ruler at each
end of the knife.

— Tighten holding nuts.









Rabo-Dégau

En cas de commande de piéces
de rechange, bien ind{quer le
numero de la piece, le I'ype et le
numero de machine.

L

|
|

Rep Node | f DESIGNATION Rép Nede | 4 DESIGNATION
Piece Pece
1|D2.c26.14 | 1| Arbre de c]e'sau‘ 54 1| Rondelle “crigo” ¢ 8x20x0,6.
2| D3.c2601 | 3| Contre - Fer. 55 2| Ressort N°2.
3 42| Vis kefe carree 7x3.M6x9. 56 |[MR6.c210%| 1| Poulie intermediaire Pol)( V.
4|D37c2604 | 3| Fer de degouchisseuse. 57 [MRz.c210®| 4 | Rgnon de chaine.
5 _ 6| Ressort N°%. 58 1| Goupille méca #4x25.
6 | D18 2ndi| 4 Bague de Frickion. 59 4 Bagﬁe Calcar ¢A6x20x12.
7 | D18.c26.4 | 1| Poulie arbre de Ae’sau_ 60 [R29.c210% 1| Axe excentee .
| D13.c24P1| 1| Ralier cole’ mecanique. 61 |MR5.c2109 41| Roue de Frickion.
9 1 | Roulement ne6205- 2RS4 C3 62 1| Grip- Ring Fype 7555 $46.
63 1| Courroie "Rl V.04 . 610mm
1 2 C‘,}-clc‘Pg. inkérieur Kype 7000 #52. || 64 |R24.c24®| 1 | Manceuvre He de’braragc
A2 1| Goupille meca ‘p6x60. 65 A GouU'on NG & 8x4S.
A3 | D123Pc210® | 41 | Ralier cole’ mortarseuse . 66 4| Rondelle * crRIBO” ¢ 8x20x 06.
14 A4 | RoulemenkN®6205.285 43 || 67 |R34 .cond| 1| Plaguette kendeur de chaine
68 |R26.c200| 1| Axe de lendeur
16 A C.’rc.fa'f.s inlérieur k pe 7000 $52 69 |R25.c200| 1| Pgnon kendeur
A7 1 Goupu'”e meca q‘ x25. 70 1| Bague Calor FA6 x 20x12 .
74 1| Grip- Ring lype 7555 g10.
19 | R20.c26.4| 1 | Rouleau lsse. 72 5’34-'562403 1 | Tige bxakion ressorf
20| RS .c210® | 4 | Ralier de rouleou . 73 41 | Chamme s 952 68 gxes.
24 4 | Grorsseur LUB. M8 Normal. 74 |D1A c264 | 41 | Table dé:#a?ae.
22 4 | Ressort N°3. 75 \D4A.c2A4 | levre d'attague.
23 | R6.c240® | 2 | Roue & chaine. 76 |D6A.c264 | N | Axe de chdcyo d'attaque.
24 2 | Goupille meco $sx35. 77 |D8AC261| 1 | Poigneé c fable da fa?ae.
25| R21.c26.4 | 4 ﬁ’ou{:au cannele’ 78 |745.c210 | 2 | Dem - rondelle
26 | RM.c264 | 4 | Chasse copeaux. 79 A| Vis Hec M72x 30. té#on.
27 | R9P2c2g 4| 4 Axe rei'our-baa:s,clias.se ccyaemﬂ 80 |[pMf.cos. 1| Table receptrice.
28 2 | Self lackr‘ns ’)’F" 7115 $42’ 81 |p4fca. | 41| Levre recephrice s
29 | R59.c264 | 1 | Ejecteur copeaux. 82 |D6%c26. | 1| Axe de e receplrice.
a0 1-22_(:‘2'1(.')':B 1 | Fourreau de rabofeuse. 83 :DGR-C%. 4 PouSneé c® fable receplrice
31 |R16.c26. |1 | Vis sons Fin a gquche. 84 ID16.c2. | 1| Porgnee de 6/0:@:3; .
32 1 Gou/m‘//e Meca @Sx4o. 85 |D29.c200.| 4| Ve a bille.
33 |T45.c210 |4 | Demi-rondelle. 86 |D21.c26. | 2| Verrouillage . :
34 | 74553210 1 | Vis d arref. 87 2| Vis Hc M6x20 Fketon (simmonds),
35 |T4&.c210 |1 | Pignon. 88 2| RessorkF N243
36 |T47.c210 |1 | A¥e de pignon 89 [D22.c26 |2 | Prignee de verrouillage. |
37 1| Graisseur q enfasser N°6. || 90 |LBB AR 1| 4| Support lendeur moteu?
38 |R40.c26 |4 | Volant rabo. M |R3.c240%| 4| Axe' moteur 5
39 A | Poiqnee lournanke MA0 92 4 '%ig,née o::n::‘u\e, MAQ
40 |R62.c26. | A T?gc blocage Fut 33 [sM3.c24P | 1| ”1133 Hocasc moleur !
44 | 525.c2108| 4 | Levier de“blocage. 94 |s252c240® 4| Boulon de manette de uoca'jz
42| R3.¢c26. |4 | Fult de raboteuse. 95 |825.c210°| A Manette de Hocase,
43|T45%c210| 1 | Ve de quidaqge . 36 |MR1.c210®| A | Pulie moteur
44 |RA.c26. | 1| Table de raboFeuse 1197 1, Courrore RABO.-DEGAU A040.
45 | R7 c26 A fﬂcJex de raboleuse. v an I v A Mobear M (.lt‘r‘o "r/mn) :
4€ | R67cz6. | 1 J-?eQiel' de raboteuse | 99 | A| Tisyoncteur 0o
47| R70c26 | 1| seuttlet de rahcteuse. ro0 | atcoeq | 1] dar l
48| RM.c26 | 1] Cllovcthe de Frvakon soufflet | 101 FB;‘_‘_Czdo"’_ | 1| Bride de mainken courroies
49| R72.c26 |1 Cllier de fixation sur lable! |
50| R4.c26 | A Plaque support volant ¥ l
51 | R23.caacPi 4| Support 4 rf!&’((‘ﬂi{]dg i
s2| R28caad) 1| Plor de support. ] |
53 I A : Goujon N4 " # 8x45 i '
' |
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REMOVAL OF CHUCK

screw FHc/90°

/ Cone on workhead

— Open chuck jaws wide

— Umscrew and remove the screw inside
the chuck.

— With a mallet knock the chuck gently
off the supporting cone

We are convinced that you are proficient in woodworking. The advice
we have given you in this booklet is intended to show up a few special
points concerning the installation and operation of your C. 210 B, in order
to give you total satisfaction.

We should be pleased to give our most careful consideration to your
criticisms and suggestions.

Please consult us for all your requirements in machinery and tools.

On the following pages you will find exploded views of the C 210 B,
and a spare parts list.

For the sake of accuracy, spare parts are quoted in the original French.

When ordering, please state full reference number, and if possible the
original name of the part. Thank you.
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Toupie-Scie

En cas de commande de piéces
de mchange! bien im:lt'?u-r le
numero de lo P;éﬂ% le l‘rpe ef le

numéro de machine.

”ép Nede | DESIGNATION Rép Node | g DESIaNATION
Piece Rece

102 | $2.c210® | 1 | Su Porrmob.'le. 156 |T2c26.4 | A | Fourreau.

103 |s13.c20®| 1 | Raliar de scie 155 [R62.C74 |4 [Tige de blocage

io4 A | Roulement N2 6004 Z($20.4242) | 456 |525.c240P4| 4 | Manette e age.

108 A |Roulement N26004z($20.42.42) | 457 |T44.c210 | 4 | Vis sans Fin a ‘drvite.

406 | $56.c200 | 1 _Enl'rel-ou.se de roulement . As8 1 |Goupille meca #5x 35

4107 1 Cm:: m)“cneur fe m¢42 AS9 T46.02403 A | Demi rondoﬂe

108 A lle Borell 6oo4. d441 | |460 |T458c240% 2 J;e. de gu.dage

109 |812.c210® | 4 Axe ole roul A61 [T46 .c 2408 4 non

M0 A | Rondelle “cmso" H'-’éooz $20,4.| | A62 |T47.c240B) 4 iz

444 4 | Graisseur a entasser N26JL ||4€3 4 Gmusseur a e::fb.s.ser

112 A |lame de ecie ¢ 2s0. A%k | Tas .c220¥ 1 | Valont

443 |587.c200.4| 1 | Flasque. 463 1 mqnae Yournante MA0

M4 1 |Vis HMAZ¢20 a uche. 166 (MT4., c26. | A Fu!' de houpie.

M"s A4 | Courroie =cie L=920x20x6.||467 A | Roulement wf)eneur N? Goo?

16 |sm.c210%4| A | couteau diviseur, 2R84 ¢ 35 x'62x44

A17 544‘!13.51:’12 che inkercalaire. Ag8 A | Roulement iaFerieur W? 6006

M8 2 | Boulon Ja MAox 30. 2RS4 ¢30x55x43 .

M3 | 564.¢240°| 1 | Protecteur ' 'de lame. 469 A|Vis de h:wfrc He M4 x70 léhon

A?0 1| Boulon couronne M8 ¢so. 170 |T7%c264 | 1 | Arbre de’foupie shundard.

124 | 635.c240®| 1 | Giissicre . 474 |T3.c22.4 | 4 | Coche roulement

422 2 | Rondelle “crIBo” $20x 8,2%0,6.|[172 [T9.C2408. | 4 | Poulie de kupie .

123 | 626.¢2408| 4 | Leuier de commande. 173 1 | Goupille sgirale gsx4o.

124 | n24.c200 | 1| Axe de commande. 474 [T22.c26 1| 4 | For -Je rmelure .

425 | 827.c210% | 1 | Rallonge de levier. 475 |T26 .c26 |2 | Vs dorhiculabion

426 |825.c2408 | 4 Manel'p de bloc.qse 17 4 | Boulon couronne M8 gso.

427 |925°c210® | 4 | Vis de manelte. A7F A | Courroie loupre 920x205x6.

128 |s62.c2408| 1 | Carter de scie. 178 |Mi1.c2108|1 | Carler de thandkin.

129 |s59%c240®| 4 | Axe darkiculahion. A79 A | Mandrn 0.43.

430 |959.€26. | A | Porfe de scie.

431 | 825 . c2AP| 1 | Manette de Blocase.

132 |525%c74 | 4 | Vis de ma

133 | 551.c2108| 1 | Seckeur d'inclinaison.

134 564.c2405 A | Secleur qradue.

435 2| Vs He MG!QO Tél'on (Simmonds)

436 | ss0.c210®| 1 | Su mcmmaon

A37 | s4.c210® | 1 affbeur dinclinaison.

438 |M2.c200 | 2| Axe d arl'uculdhoﬂ

4339 | s9. cz4o° A | Index d'inclinaison.

140 | 525.c210® | 4 | Manette de bl

A4 | 925%c2108| 1 | Boulon HM8x3S

442 A | Rondelle “crigo” $ 20x82x0,6.

143 2 Vns He M6:20 Tebon (sammond;)

444 .933.cmoe‘ 4 ? de scie.

445|8%0.c200 | A | Guide d'ongllet.

146 | 569 .¢c240% 4 Reach'c

447 |s74.c200 | 4 | Tige de blocage.

448 | 983.c200 | 1 | Boulon de blscage.

149 A | Goupille Meca $8x20.

150 | TA.c26.4 | 1 | Tablé de boupie .-

454 | T5.c26 A | 4| Rondelle de I'ou,me.

452 | T46.c240 | 4 | Guide de Fou £

453 |132.¢200 | 2 | Boublon de rrage.
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ERANCE S Com'®Y' B BC
CHEMA . BRANCHEMENT
MFEM . E NS M G612 GJ
NOTR; Psur intervertir le sens de retation, posilionner la barrette
reliant Vet \w enlre Y et \&/, ef (nlerverlir les 2 fils relianl Vel Y
\ "" ﬁ b r, R
Moleur Monophasé Moteur Monophasé |||
NE&O 3000 fr/mn NEBD 3000 lyma ] ] EN
o OFf On OFF On
. Cv. 2CV.
TOUPRIE RABO .DEGAU
a I—c/o- |-o/o- i MOTEUR
branchement | MONOPHASE
Puissance 2 w.
> nce | & ]
X 0/ = | tension 220w,
| vitesse 3000 I‘r-/mn O
v v v _sens 4 ]
‘ \]“"' ------ i | MACHINES
1 2z i | C 268 2 moleurs
1 i |
4 1 I 1 i -
| | 1 = ]
| | 1 B
| : :
| |
| ' -
| : |
| | :
i ! e g Mo 3
l | [ j__ Condensaleur Permne-.tl] X —1 Condensaleur Per-rnanenr!
I | : I | 1,5cv: 25 uFe2ev:30uF| | | J | 4,5c:25uFe ey :30,:?[
| } e k |
L marra ' s mar -
: | - E Déaﬂ roge N — Dgo yrroge . i‘
I I -
| ._—_—"_}}_ N\ g L=" |
| %JE ole 1 = o o |
| N ' R = |
[ 10 P ——
| B L & s = 1 -
! I + 1
| L o — e e e e e = = o —— T |
| I
! o [
, v
Secleur { 1
| I '
| { i
3| E— B <= N
{ | ), s _] [ RABO - DEGAU s Lo :
| [ :,[ BBC M 642 GJ | pm 0\ T |
I | . (63 a 10A) | i |
| - I [
| l |
s | | T
; ( | TOUPIE | 1 i
i ; l“‘* BBC M 612 GJ | ! ‘ I
| oo ¢ (63 & 10A) . ol Qo |
eSS AT K.
A== .
| : L (=~ | }
1
: : I |
I |
| S — e J




FRANCE Com®¥ BBC

HEE | SCHEMA « BRANCHEMENT | "~

Moreur Monophasé

/' NE 80. 3000 fr/mn

‘“E:{L— :il 4,5cv ou 2 cv.

[l MOTEUR
! [—C%}' ' LL : branchement | MONOPHASE
= Puissance 1,5cv. ou 2cv.
tension - 220 v
Z X (./ - vitesse 3000 rr/mn. |
S e R
U \% e '
¢ S:E'l MACHINES
| c.240%_s25.T52408

c.260" 1 mofeur

~°TA. Rur nverser
(e sens de rotaltion, posilionner
la barrette reliant Vel &/ enfre
N et W/, el intecvertir lesd Fuls
reliant VetY i

- mr: o - e S

| _ | Condensateur 'Permnenf’[

: _L’—_‘J_ 0 4,5cv: ZSJ.,P..&M:SU);FE
0 o)

— :

Démarrgge

r-—-u—-—-—————m - — ——— " ———

-
|

Ufilisation sur Tension 41410v.

_BBC _M642GJ |

(63a40A) —. Coupler un transformateur,

puissance minimum = 41500 vA,

enfre le secteur d’alimenfation

L-.(_r-— ———— .-..——0-—'

et le disjoncfeur.

!
|
L




CHAPITRE 1 : SECURITE

1.2

Pour ce faire, le presseur vertical devra étre réglé a une cote
d'environ 3 mm inférieure & |'épaisseur du bois & engager en rapport
de la surface de la table. Le presseur horizontal sera positionné &
environ 8 mm de moins que la largeur de la piéce a travailler en rapport
de la face du bois du guide.

Le réglage en hauteur tiendra compte des outillages utilisés et
s'effectuera a environ 10 mm de la surface de travail de la table.

' X-Bmm %#

]

Yl

X

Reglage du presseuc vesTical Réalage du_presseuc horizonlal

Il assurera une protection efficace puisque formant écran devant
la partie travaillante des outils. Cette disposition permet de terminer
la passe en utilisant une poignée poussoir, que nous préconisons aussi
bien pour le travail en toupie ou en scie circulaire.

Resson verlicale 'L
contre la surface de
frovod de la fable

C!su Sw.de. -

Tression_ lalécole
- onire les bois

Agir sur le bouton (14) pour assurer le réglage fin
de la pression du presseur vertical.

La colonne mobile horizontale (6) assure le soutien
des deux presseurs tout en permettant le réglage
d’écartement en rapport des bois du guide. De ce
fait, elle n'est pas en saillie sur l'avant du pro-
tecteur.




CHAPITRE 1 : SECURITE

FONCTIONNEMENT ET REGLAGES
DU PROTECTEUR ET PRESSEURS SUR TOUPIE

PROTECTEUR TYPE SF

Description et montage du protecteur :

La colonne verticale (1) est vissée sur le guide de toupie avec
la vis de blocage M10 (2).

L'ensemble du protecteur, écran presseur horizontal et presseu:
vertical, se trouve solidaire du guide de la machine; la surface de
travail est, de ce fait, entierement dégagée.

Fi A

P

I T (|

Engager la piéce support (4) sur la colonne verticale (1) fixée
sur le guide. Bloquer & I'aide du bouton manuel (5), introduire la eolonne
horizontale (6) long. 230 mm dans la piece précédemment montée. Blo-
quer dans la position désirée avec le bouton manuel (7).

Introduire la noix (8) sur la colonne horizontale (6) en ayant
au préalable engagé la colonne verticale (9) supportant le presseur
vertical (en.bois), serrer I'ensemble par le bouton manuel (10). Procé-
der de la méme maniére pour la noix (11) la colonne verticale (12)
avec le presseur horizontal en acier et le bouton (13).

Visser le bouton manuel (14) (M 8x40) dans la piéce support
(4), celui-ci permet le réglage fin de la pression.

L'équerre de fixation (15), fixée sur le guide par une vis CHc M6
(3), immobilise en rotation la colonne verticale (1).

f Fonctionnement pour travail au guide :

Selon la section de la pigce de bois & travailler, régler les 2
presseurs de facon a obtenir une pression suffisante mais non génante
p pour l'avance du bois.
pour l'avance du bois.

1.1




CHAPITRE 1 : SECURITE

ELEMENT DE PROTECTION POUR TRAVAIL A L’ARBRE

111) REGLAGES

1) Positionner en hauteur la lunette (A) selon situation de I'outil
et épaisseur du bois. Bloguer en position avec la clé de service.

2) Positionner en hauteur le patin presseur (B) selon épaisseur
du bois de maniére a obtenir une légére pression. Bloquer en position.

Régler horizontalement afin de protéger au maximum la partie
travaillante' suivant diameétre de |'outil (boutons de blocage (C)).

3) Aprés contrdle de la saillie de l'outil, régler trés précisément
la prise de passe par l'intermédiaire du bouton d’avance micrométrique
(E) a l'arriere du support. Bloguer |'avance par le bouton supérieur (G)
en fin de réglage.

© © ®| ® c o (&

i

Tostionemen! avec junelle Tetionnement owec Suide. a biles .

IV) CONSEILS D’UTILISATION

Travailler le bois, l'outil toujours en dessous, lorsque cela est
possible. Vérifier la libre rotation de |'arbre & la main et le blocage
correct de I'ensemble avant de débuter le travail.

Effectuer la prise de passe progressivement, le bois étant déplacé
le long de la partie rectiligne de la lunette. La profondeur de passe
maximum sera atteinte dans l'axe de |'appareil. Poursuivre la passe en
suivant le contour de chantournage de la piéce toujours dans l'axe de
|'appareil. (La lumiére pratiquée dans le patin presseur permet de visua-
liser le travail.)

Utilisation de I'appareil avec guide a billes

Dans ce cas, le guide 2 billes est accouplé sur |'arbre avec I'outil
et remplace la lunette. Réaliser une butée d'attaque en bois, de forme
adaptée, fixée solidement sur la table de toupie (voir croquis ci-dessous).
Régler le patin presseur (B) en appui sur le bois.

i

lopiece de bois .

1.4




CHAPITRE 1 : SECURITE

ELEMENT DE PROTECTION POUR TRAVAIL A L'ARBRE

I) DESCRIPTION ET FONCTIONNEMENT

Ce protecteur est congu pour le travail de moulurage a l'arbre
sur piece de bois chantournée. Il est le complément du protecteur S.F.

pour travail au guide.

COMPOSITION

. Lunette.
Patin presseur supérieur de
protection.
. Boutons fixation
patin presseur.
. Support.
Bouton d'avance micrométri-
que de lunette.
- Semelle avec fixation sur ta-
ble de toupie

m MmO O Wr

1.1. Le support en tole d’acier est solidaire de la semelle, la partie
verticale est mobile et sert de maintien aux lunettes et patin presseur

Une clé pour vis six pans creux permet l'ablocage des lunettes
aprés positionnement vertical, en fonction de l'outil de coupe.

1.2 Les lunettes en aluminium de 4 mm sont réglables en hauteur
et profondeur en rapport de l'outil. Leurs formes sont telles que l'enga-
gement du bois est progressif (rampe d'engagement “déterminant une
butée d'attaque). L'endroit ou la profondeur de passe est maximale est
en alignement de |'axe de |'appareil.

1.3. Le PATIN PRESSEUR, en plastique dur, est réglable ; de cette
maniére, il assure toujours la pression sur la piéce travaillée et la

couverture de l'outil en rotation. ‘
Une ouverture semi-circulaire est ménagée pour faciliter la visibilité

en cours de travail.

1) MONTAGE DE L'APPAREIL

La semelle du support est fixée
sur la table de toupie par 2 vis a
téte six pans creux.

L'axe de l'appareil est orienté
sur un angle d’environ 50°.

1.3




LUREM FRANCE

61 - DOMFRONT (Fronce)
Tél : 248 TABLEAU DE GRAISSAGE

: LUBRICATION TABLE
SCHMIERPLAN

FREGUEN.!S

OFERATIONS LUBRIFIANT |Greusing schedule »rhmierungs el N-oum ORGANES GRAISSEURS
Semaine Mois Parriculmer
Gr briz ; Parr. i g i
eocsing process Lubricant u:?l::th Ho-::r:::h é‘.‘:“.‘é“’.k‘u arfs Greasing nipples
Schmerungshinweise Sechmisrmittel C) E] ECh Schmiersrellan Schmiermippel
“re vqe par pempe . 2qr2 de grese Y Palice de Seie
Lhe. o Qrease m'rflt F 5“" arber 5"“"‘3 1
. - wa 23 Proshmitenn el Kl‘lla.’.-n‘t
r Gras . Ghisar r i T
-Q; lu‘:l-:.ﬁ ﬁ“‘qr-:l:lh 5-::-;3:‘:: 'l--‘t -

Ko grng. Eimdlen.mit Pinsel HoheaversheWFihrung

De Toane N.Q ’*‘H‘ ‘v-lw COM "Inh'e‘l' .
Y 1:.:.-4,,.. 9"’.)! acpphe ulﬂ*j‘.:ﬂ G ' Acbher rise mJ‘:F 4

v ealhgpre Schmicr mippel Hohsavecs) d Frasspode ]
N . qt . SCE O Cu‘n.'l“ﬂﬂl' Toupst
.1, L:l'»:. . -q.';u u-r H Brum , cack aad ,.-':..
- aquey. Giaslen enb Fasy Zohastaagengetrche
N 4 Pdlrle o Fuel Chanct & Tensaner
Ting Flk'd‘l:- - fuslaml ' ﬁno._mnins =an-'.,t,
sung Atroltum _ Neivil Schiehe 3 chlibren.

Vo roulements de Foupie st clanches of graisses pour 0000 hesres de merche.,

AT TENTICN . Nettoyer soigneusement  Fous les powts avonl graissage. Eviter les exces.
IT IS RECOMMENDED fo cleon up oll lubricaled parts before grusing. Avoid over_greasing |
EMFFEHLUNG: Vor Schmierung mussen alle Schmiergrellen aorgf‘élrig gerenigl werden Feltuberschuss vermesdenl
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LUREM FRANCE

- DOMFRONT (Fronce)

Tél

: 248

TABLEAU DE GRAISSAGE
LUBRICATION TABLE

SCHMIERPLAN

FREQUENCES
OPERATIONS LUBRIFIANT  |Greasing schedul Schmierungszer roum ORGANES GRAISSEURS
G Lub ¢ Semaine ™ois Porficulwr Parr opls
reaoss roce rican r Mo I 5 L 5
P prevest . S P —
Schmierungshinweise Sehmiermittel D D Schmierstellen Schemernppel
G"‘_‘;"'Sf- por pempe 2grt par grousseur| Grarsse/ Grease, Ferr . A Paliers Degoust 2
Llubrication .2q p PP L der BP
e o sngle Lo ooy i sl Al Slallsesher-Giienn
Nettayoge. Gf;!sosl.- 29+* por groisseur = Paliers. Rouleou Catro aeurs.
Cleoning - Lubricotion . 2g par grease m B Fn.oaing coller bearings &
Reimgung - Einfetlen_ "29FeH- Vors chubwellen
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